
SILOS PER MELASSA
Silos for Molasses



TECHNICAL FEATURES 

DATI TECNICI

SILOS PER MELASSA
Silos for Molasses

MODELLO
Model

CAPACITÀ
Capacity

SOSTEGNI
Legs

DIMENSIONI
Dimension

BASAMENTO
Base information

m3 Q.li Ton. N° H H 1 Ø R L

CME 6 6 70 7,0 3 3800 550 1900 1600 2500

CME 7,5 7,5 90 9,0 3 4330 550 1900 1750 2500

CME 8,5 8,5 100 10,0 3 4640 550 1900 1750 2500

CME 10 10 120 12,0 3 4960 550 2000 1850 2800

CME 12,5 12,5 150 15,0 4 5170 550 2200 1950 2800

CME 15 15 180 18,0 4 5750 550 2300 2000 2800

CME 17,5 17,5 210 21,0 4 6080 550 2400 1700 3000

CME 20 20 240 24,0 4 6600 550 2450 1800 3000

CME 25 25 300 30,0 4 7040 550 2600 2000 3000

CME 28 28 335 33,5 4 7610 550 2600 2000 3000

CME 31 DRI 31 350 35,0 4 8160 550 2600 2000 3000

CTS Calvinsilos presenta una gamma di contenitori adatti allo stoccaggio di Melassa usati nel campo 
zootecnico. Questo contenitore, rinforzato nella parte in vetroresina e nella carpenteria, offre una elevata 
resistenza ed un’ottima conservazione del prodotto. Viene corredato di una pompa meccanica per 
l’estrazione ed una tubazione con ugelli

Optional: Pompa di distribuzione, Barra con ugelli per carro Unifeed, Oblò in acciaio inox, 
Scala di protezione

CTS Calvinsilos presents a range of containers suitable for the storage of Molasses used in the 
zootechnical sector. This container, reinforced in the fiberglass part and in the carpentry, 
offers high resistance and excellent product conservation. It is equipped with a 
mechanical pump for extraction and a pipe with nozzles

Optional: Hydraulic pump, pipe system with nozzles for unloading on unifeed wagon, 
stainless steel inspection door diam 400, protection ladder


